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HAKKIMIZDA ABOUT US

Endustriyel akigkan kontrol otomasyonu sektdriinde
10 yillik tecriibe ve bilgi birikimi ile 2004 yilinda
faaliyetimizde basladik. Akiskan &lgcme, kontrol,

otomasyon konularinda hizmet vermekteyiz.

Alsiimis hizmet anlayisinin disinda musterilerimizle
¢6zim ortagi olmayi hedef sectik. Tecrubeli ve
dinamik kadromuz ile kazanilmis deneyim ve
mevcut bilgi birikimlerimizi musgterilerimiz i¢in azami

faydaya donustirebilmekteyiz.

Kalite ve Sureklilik slogani ile ¢ikmis oldugumuz
yolda mutlu musterilerimiz ile kivang duymakta,
surekli artan drin ve hizmet kalitemiz ile

faaliyetlerimizi surdirmekteyiz.

KALITE POLITIKAMIZ

Hizmet verdigimiz endustriyel akiskan kontrol
otomasyonu sektérinde, sirekli arastirma ve
gelistirme yaparak, musterilerimizin ihtiyag ve
isteklerine en uygun ¢6zimu saglamak, profesyonel
ve deneyimli personelimizin titiz, dizenli
calismasiyla drinlerimizdeki kaliteyi artirmayi,

guvenilir birisim yaratmay1 kendimize ilke edindik.

Hedefimiz: Calisanlarimizin katilmi ve istegdi ile
sektérimiizde tercih edilen bir marka olmak, yurt igi
mevcut pazar payimizi arttirarak yurt disi
pazarlarina da agilmak ve bu yolda surekli iyilesme

ve ilerleme kaydetmektir.

Our activity has been started in fluid control
automation Industry with 10 years of experience and
knowledge in 2004. We serve in fluid measurement,
control and automation industry and ALTIGEN aims

to become a business partner for all customers.

Our experienced and dynamic team together with
our experience and knowledge provide the

maximum benefit.

We come up with the slogan quality and continuity
and we are pleased to make our customers happy in
this way. We are constantly increasing our activities

with our quality products and services.

QUALITY POLICY

In the industry fluid control automation we serve,
through continuous research and development, we
provide the most appropriate solution for the needs
and requirements of our customers. Our principle is
to create reliable trademark and improve the quality
of the products with our professional and

experienced collegues systematically work.

Our motto; to be a preferred trademark in the
industry with cooperation and support of our
employees, to increase local share market besides
enter the foreign markets and to ensure continuous

improvement and progress.
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KONTROL
GRUBU

AKTUATURLER VE EKIPMANLARI ZAN
ACTUATORS AND EQUIPMENTS

PA100 SERiSi PNOMATIK
AKTUATORLER

I Tek Etkili, Cift Etkili, 3 Pozisyonlu,
I 180 Derece DonuslU
I Aluminyum Doékim Gévde

11505211 ve Namur Standartina Uyumlu

PA100 SERIES PNEUMATIC
ACTUATORS

Single Action, Double Action,

3 Position, 180 Degree Rotation
Aluminum Casting Body

Compliance with ISO5211 and Namur Standard

VT100 SERISi VT100 SERIES

PNOMATIK AKTUATORLER PNEUMATIC ACTUATORS
Tek Etkili ve Gift Etkili Secenekleri I Single Action and Double Actionl
Aluminyum Ekstriizyon Gévde | Extruded Aluminum Body
Diistik i Strtiinme ve Uzun Omar | Low Friction and High Cycle Lifel

ISO5211 ve Namur Standartina Uyumlu | Compliance with ISO5211 and Namur Standard I

A SERISIi A SERIES
PNOMATIK AKTUATORLER PNEUMATIC ACTUATORS

I Tek Etkili ve Gift Etkili Secenekleri I Single Action and Double Action
I iskog Boynu Tasarim I Scotch Yoke Design
Daha KuglUk Goévde ile I More Torque with
Daha Fazla Tork Kuvveti Smaller Body
I 1SO5211 ve Namur Standartina Uyumlu I Compliance with ISO5211 and Namur Standard

- _PP SERisi | PP SERIESl
PNOMATIK AKTUATORLER PNEUMATIC ACTUATORS
Tek Etkili ve Cift Etkili Segenekleri | Single Action and Double Actionl

Poliamid Gévde | Polyamid Body |l

ISO5211 ve Namur Standartina Uyumlu | Compliance with ISO5211 and Namur Standard I

ELEKTRIK AKTUATORLER ELECTRIC ACTUATORS
120 Nm ... 500 Nm Tork Cikig Degeri 20 Nm ... 500 Nm Torque Options
I Dustik Enerji Tlketimi Low Energy Consuption

| KE100 SERIiSi | KE100 SERIES

I On- Off veya Oransal Kontrol
I Farkli Besleme Voltaji Segenekleri

IP67 Koruma Sinifi ve Opsiyonel
Ex-proof Secenegi
I 1SO5211 Standartina Uyumlu

On-Off or Proportional Control
Different Supply Voltage Options

IP67 Procetion Class and Optional
Ex-Proof Model
Compliance with ISO5211 Standard

_ S100SERIsi | 5100 SERIES |

ELEKTRIK AKTUATORLER ELECTRIC ACTUATORS
15 Nm ... 4500 Nm Tork Cikis Degeri I 15 Nm ... 4500 Nm Torque Options |
Farkli Besleme Voltaji Secenekleri | Different Supply Voltage Options |
ISO5211 Standartina Uyumlu | Compliance with ISO5211 Standard |
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EA200 SERiSi
ELEKTRIK AKTUATORLER

30 Nm ... 1000 Nm Tork Cikis Degeri
24 Vdc veya 220 Vac Besleme Voltaji

On- Off veya Oransal Kontrol
ISO5211 Standartina Uyumlu

PA104 SERISI
NAMUR VALFLER

Pndématik Akthatorler ile Tam Uyumlu
Ex-proof Modeller

AT SERISi
DiSLi KUTULARI

Sfero Dokiim Govde

ISO5211 Standartina Uyumlu
250 Nm ... 4000 Nm Tork Kuvveti

IP CEVIRICILER

1/8”,1/4” , 1/2” Baglant

300 It/dk, 1500 It/dk, 5000 It/dk Kapasite
1,3,5,8,9 Bar Cikis Secenekleri

0-5V, 0-10V, 4-20mA, 0-20mA Kontrol Sinyali

SINIR SALTER KUTULARI

Mekanik, Proximity Secenekleri

Ex-Proof Modeller
Namur Standartina Uyumlu

AYIRMA KOLLU DiSLi KUTULARI
Aluminyum Dékum Gévde

ISO5211 Standartina Uyumlu
200 Nm ... 3500 Nm Tork Kuvveti

KONTROL GRUBU URUNLERI

EA200 SERIES

ELECTRIC ACTUATORS

30 Nm ... 1000 Nm Torque Options
24 Vdc or 220 Vac Power Supply

On-Off or Proportional Control
Compliance with ISO5211 Standard

PA120 SERISI PA120 SERIES |

SWITCH BOXES
Mechanic, Proximity Switch

Types of Ex-proof
Compliance with Namur Standard

PA104 SERIES
NAMUR VALVES

Compliance with Pneumatic Actuatos
Type of Ex-proof

PA122 SERISI
POZiISYONERLER

3-15 Psi veya 4-20mA Girigli
Opsiyonel 4-20 mA Geri Besleme

Dairesel veya Dogrusal Modeller
Ex- Proof Modeller

POSITIONERS

3-15 Psi or 4-20 mA Input

Optional 4-20 mA Feedback
Type of Rotary or Lineer
Types of Ex-proof

PA122 SERIES |

AT SERIES
GEAR BOXES

Nodular Cast Iron Body

Compliance with ISO5211 Standard
250 Nm ... 4000 Nm Torque

AMO SERISI AMO SERIES |

MANUAL OVEERIDE

Aluminum Casting Body

Compliance with ISO5211 Standard
200 Nm ... 3500 Nm Torque

IP TRANSDUCERS

1/8”, 1/4”, 1/2” Connection

300 lt/dk, 1500 It/dk, 5000 lt/dk Capacity
1,3,5,8,9 Output Options

0-5V, 0-10V, 4-20mA, 0-20mA Input Signal
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KONTROL GRUBU URUNLERI

VANALAR

VALVES

BV120M SERisi BV120M SERIES
PIRINC KURESEL VANALAR | BRASS BALL VALVES

Full Compliance with
Pneumatic and Electric Actuators

I Working Until Maximum 150 °C
I Full Bore
I PTFE Seat

Pnématik ve Elektrik
Aktuatorler ile Tam Uyum

Maksimum 150 °C' ye kadar
Calisabilme

I Tam Gegigli

I PTFE Sizdirmazlik

B301M SERiSi PASLANMAZ
KURESEL VANALAR

Pnomatik ve Elektrik
Aktlatorler ile Tam Uyum
Maksimum 180 °C' ye kadar
Calisabilme

PN63 Basing Sinifi I

Tam Gegigli I

R-PTFE Sizdirmaziik |

B501M SERIES SS

3 WAYS BALL VALVES

Full Compliance with

Pneumatic and Electric Actuators
I Working Until Maximum 180 °C

I PN 63Pressure Norm

I L or T Port Connection
I R-PTFE Seat

3 YOLLU KURESEL VANALAR

| B501M SERIiSi PASLANMAZ |
I Pnématik ve Elektrik
I
I
I

Aktuatoérler ile Tam Uyum
Maksimum 180 °C' ye kadar
Calisabilme

PN63 Basin¢ Siniflari

L veya T Tip Baglanti
R-PTFE Sizdirmazlik

PASLANMAZ FLANSLI

KURESEL VANALAR
(B304-B401-B404 SERILERI)

Pnomatik ve Elektrik
Aktuatérler ile Tam Uyum

Maksimum 180 °C' ye kadar

Calisabilme

PVC KURESEL VE

KELEBEK VANALAR
(PVC100M-PVC200M)

Pnoématik ve Elektrik
Aktuatorler ile Tam Uyum

Maksimum 60 °C' ye kadar I

B50TM SERIES SS 3 WAYS

PVC BALL AND BUTTERFLY VALVES
(PVC100M-PVC200M)

Full Compliance with
Pneumatic and Electric Actuators

Working Until Maximum 60 °C

Calisabilme I Pn10 Pressure Norm
Pn 10 Basing Siniflari I Full Bore
Tam Gecisli

PN16 Basing Sinifi I
Tam Gegigli I
R-PTFE Sizdirmaziik |

B301M SERIES SS
BALL VALVES

Full Compliance with
Pneumatic and Electric Actuators

Working Until Maximum 180 °C
Pressure Norm PN63

Full Bore

R-PTFE Seat

FLANGED SS

BALL VALVES
(B304-B401-B404 SERIES)

Full Compliance with
Pneumatic and Electric Actuators

Working Until Maksimum 180 °C
Pressure Norm PN16

Full Bore

R-PTFE Seat




VT 200 SERIES WAFER

TYPE BUTTERFLY VALVES

VT 200 SERISi WAFER TiP
KELEBEK VANALAR

Full Compliance with
Pneumatic and Electric Actuators

I Nodular Cast Iron Body
I Wafer Type Connection
Farkl Basing Sinifi Secenekleri Different Pressure Norm Opsitons

(PN10/16, Class 150 vb) (PN10/16, Class 150 etc.)
Farkli Conta ve Klape Segenekleri | Different Seat and Disc Options

Pnématik ve Elektrik
Aktuatorler ile Tam Uyum

Sfero DOkUm Govde
Wafer Tip Baglanti

VT 200 SERISi LUG TiP
KELEBEK VANALAR

Pnématik ve Elektrik
Aktuatérler ile Tam Uyum

Sfero D6kim Gévde

Wafer Tip Baglanti

Farkli Basing Sinifi Segenekleri
(PN10/16, Class 150 vb)

Farkl Conta ve Klape Secenekleri

VT 210 SERIES PTFE SEAT

VT 210 SERISI PTFE CONTA
BUTTERFLY VALVES

KELEBEK VANALAR

Full Compliance with
Pneumatic and Electric Actuators

I Nodular Cast Iron Body

I Wafer Type Connection
Different Pressure Norm Opsitons
(PN10/16, Class 150 etc.)

Pndématik ve Elektrik
Aktuatorler ile Tam Uyum

I Sfero Dokim Govde

I Wafer Tip Baglanti

Farkh Basing Sinifi Secenekleri
(PN10/16, Class 150 vb)

VT 220 SERISi CIFT EKSENLI
KELEBEK VANALAR

Pndmatik ve Elektrik
Aktlatorler ile Tam Uyum
Karbon Celik veya
Paslanmaz Gévde ve Klape
Class 150 veya Class 300
Basin¢ Normu

Farkli Sicakhk

Dayanim Secenekleri

VT 230 SERIES BUTT

VT 230 SERISI KAYNAK
AGIZLI KELEBEK VANALAR

Full Compliance with
Pneumatic and Electric Actuators

I Stainless Steel Body
I Pressure Norm PN10

Pndématik ve Elektrik
Aktuatorler ile Tam Uyum

I Paslanmaz Gévde
I PN10 Basing Normu
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KONTROL GRUBU URUNLERI

VT 200 SERIES LUG TYPE
BUTTERFLY VALVES

Full Compliance with
Pneumatic and Electric Actuators

| Nodular Cast Iron Body 1
| Wafer Type Connection I
Different Pressure Norm Options

WELDING BUTTERFLY VALVES

(PN10/16, Class 150 etc.)
I Different Seat and Disc Options |

VT 220 SERIES DOUBLE
BUTTERFLY VALVES

Full Compliance with
Pneumatic and Electric Actuators

Cast Iron or SS

Body and Disc

Pressure Norm Class 150 or
Class 300

Different Temperature
Resistant Options




KONTROL GRUBU URUNLERI

JF 101 SERISi PNOMATIK
DOLUM VANALARI
I 316 Paslanmaz Govde

Farkli Nozul Uzunlugu ve
Cap Secenekleri

PNV100 SERisi
PINC VANALAR

Disli, Flansh
Baglanti Secenekleri
I Aluminyum Dékim Goévde

Namur Standartina
Uyumlu

PNV100 SERIES
PINCH VALVES

Thread and Flanged
Connection Options
I Aluminum Casting Body
I Compliance with Namur Standard

i
v
\

PV 100 SERiSi PNOMATIK
PISTONLU VANALAR

Disli, Flansh, Kaynak Agizli
Baglanti Secenekleri

Maksimum 180 °C' ye kadar
Calisabilme

Tek Etkili ve Cift Etkili Segenekleri I
On- Off veya Oransal Kontrol I
PTFE Sizdirmazlik I

JF 101 SERIES PNEUMATIC
FILLING VALVE

I 3716SS Body
Different Nozzle and

Diameter Options

~ SF 200 SERisi
PNOMATIK MEKiK VANALAR

Tek Etkili ve Cift Etkili Secenekleri
304 veya 316 Paslanmaz Gévde

1 Milyonun Uzerinde Acma Kapama
FKM Sizdirmazlik

(@]
- -
|
\ ,
<
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o A SERISI
MiNi MOTORLU VANALAR

Paslanmaz, Piring, PVC
Gdvde Secenekleri

2 Yollu veya 3 Yollu Modeller
On-Off veya Oransal Calisan Modeller

Zaman Kontrollt Modeller

Farkli Besleme Voltaji ve

Kontrol Secenekleri

Maksimum 10 Bar ve 90 °C 'a Kadar

4/-'7\;

PV 100 SERIES PNEUMATIC
ANGLE SEAT VALVE

7/ N\ / N\
" \\/
Thread, Flanged, Butt Welded

Connection Options
Working Until Maksimum 180 °C 1
Single Action and Double Action |
On-Off or Proportional Control 1
PTFE Seat 1

SF 200 SERIES
PNEUMATIC SHUTTLE VALVES

Single Action and Double Action
304SS or 316SS Body

Over 1 Milion Cycle

FKM Seat

VT 400 SERISI
BICAKLI VANALAR

Manual veya Pnématik Kontrol [l

Wafer Tip Baglanti |
Cift Taraf Sizdirmazlik !
Farkl Conta ve Klape Secenekleri I

VT 400 SERIES
KNIFE GATE VALVES

Manual or Pneumatic Control |
Wafer Type Connection 1

Double Side Sealing 1

Different Seat and Disc Options |

SS, Brass, PVC Body Options I

Type of 2 Ways or 3 Ways |l

Type of On-Off or Proportional ||

Type of Timer Controlled |
Different Supply Voltage and
Control Options

Operation Condition
Maximum 10 Bar and 90 °C

A SERIES
MINI MOTORIZED VALVES

o/




KONTROL GRUBU URUNLERI

SOLENOID VE PATLAC VALFLER
SOLENOID AND DUST COLLECTOR VALVES

SV 100 SERISI SV 100 SERIES
PASLANMAZ SOLENOID VALFLER SS SOLENOQID VALVES
Pilot Kumandali veya Direk Gekmeli Type of Pilot Operated and
Tam Gegisli Tipler Direct Action Full Bore
| Maksimum 130 °C Calisma Sicaklig I Operation Temprerature Maximum 130 °C
| 304 veya 316 Paslanmaz Govde Secgenegi | 304 or 316 SS Body Options
| Farkli Bobin Voltaji Secenekleri I Different Coil Voltage Options
SV 250 SERISi OTOMATIK SV 250 SERIES AUTOMATIC
BOSALTMA VALFLERI DRAIN VALVES
1/2” Baglanti Solenoid 1/2” Connection Solenoid
Valf+Filitre +Zamanlayici Valve with Filter and Timer
Maksimum 16 Bar 130 °C Operation Temprerature
Calisma Sicaklgi Maximum 16 Bar and 130 °C
Piring Gévde | Brass Body |
Farkl Bobin Voltaji Segenekleri | Different Coil Voltage Options |l

SV 300 SERISi PLASTIK GOVDE SV 300 SERIES PLASTIC BODY
SOLENOID VALFLER SOLENOID VALVES
| Direk Gekmeli Tam Gegisli I Type of Direct Action Full Bore
| Maksimum 65 °C Galigsma Sicaklid I Operation Temprerature Maximum 65 °C
| Pa6 Govde ve FKM Conta | Pa6 Body and FKM Seat
| Farkli Bobin Voltaji Segenekleri I Different Coil Voltage Options
| Su Altinda Calisabilen Modeller I Type of Work on Underwater
SV 500 SERISi BUYUK GOVDE SV 500 SERIES BIG BODY
SOLENOID VALFLER SOLENOID VALVES
Plastik veya Dokiim Gévde | Plastic or Casting Body |l
Disli veya Flans Baglanti Segenegi I Thread or Flanged Connection Options |
Farkli Bobin Voltaji Secenekleri | Different Coil Voltage Options |
Maksimum 80 °C Galigma Sicakhi§i IOperation Temprerature Maximum 80 °C |l
XY SERISi XY SERIES
ZAMANLAYICILAR TIMERS
| Solenoid Valfler icin Zamanlayici I Timer for Solenoid Valves
| Analog veya Dijital Gosterge I Analog or Digital Display
| Ayarlanabilir Galisma ve Bekleme Sureleri | Adjustable Operation and Standby Times
| 24 Vac/dc veya 220 Vac Besleme I Power Supply 24 Vac/dc or 220 Vac
| Korum Sinifi IP65 I Protection Class IP65




V/ KONTROL GRUBU URUNLERI

1901 SERiSi GENEL MAKSAT 1901 SERIES GENERAL PURPOSE
SOLENOID VALFLER SOLENOID VALVES
Pilot Kumandali veya Type of Pilot Operated and
Direk Cekmeli Tipler Direct Action
I Piring G6vde I Brass Body
Farkli Diyafram ve Different Diaphgram and
Conta Secenekleri Seat Options
I Farkl Bobin Voltaji Secenekleri I Different Coil Voltage Options
1901 SERISi D.C. TAM GECIiSLI 1901 SERIES D.A. FULL BORE
SOLENOID VALFLER SOLENQID VALVES
Direk Cekmeli Tam Gegigli I Type of Direct Action Full Bore 1
0-10 Bar Fark Basingta Galigabilme | Operation D.Pressure : 0-10 Bar I
Piring Govde | Brass Boady |
Farkli Diyafram ve Conta Secenekleri | Different Diaphgram and Seat Options |
Farkl Bobin Voltaji Segenekleri [ Different Coil Voltage Options I
1901 SERISi YUKSEK. BASINC 1901 SERIES HIGH PRESSURE
SOLENOID VALFLERI SOLENOQID VALVES
| Diyaframli veya Pistonlu Tip I Type of Diaphgram or Piston
I Farkl Yiksek Basing Secenekleri I Different High Pressure Options
I Piring Gévde | Brass Body
I Farkl Bobin Voltaji Secenekleri I Different Coil Voltage Options
4801-4911 SERILERI BUHAR: 4801-4911 SERIES STEAM
SOLENOID VALFLERI SOLENOID VALVES
PTFE Diyaframli veya Pistonlu Tip | Type of PTFE Diaphgram or Piston I
Maksimum 6 Bar 160 °C veya 10 Bar 180 °C I Maximum 6 Bar 160 °C or 10 Bar 180 °C I
Piring Govde | Brass Body |
Farkl Bobin Voltaji Segenekleri [ Different Coil Voltage Options |
7901 SERiSI PASLANMAZ 7901 SERIES SS :
SOLENOID VALFLER SOLENOQID VALVES
| Direk Cekmeli I Type of Direct Action
I 1/8” ... 1” Baglanti I /1/8"... 1" Connection
I 304 Paslanmaz Gévde I 304 SS Body
I Farkl Conta Secenekleri I Different Seat Options
I Farkl Bobin Voltaji Segenekleri I Different Coil Voltage Options
5801 SERiSI EX-PROOF 5801 SERIES EX-PROOF
SOLENOID VALFLER SOLENOQID VALVES
Direk Gekmeli I Type of Direct Action I
1/8” ... 1" Baglanti | 1/8” ... 1” Connection 1
Piring Govde | Brass Body |
< Farkli Conta Secenekleri | Different Seat Options ||
. Farkl Bobin Voltaji Segenekleri | Different Coil Voltage Options |
DV 100 SERISI DV 100 SERIES DUST
PATLAC VALFLER COLLECTOR VALVES
| Direk Aluminum Govde I Aluminum Body
I 24 Vdc veya 220 Vac Besleme Voltaji | Power Supply 24 Vdc or 220 Vac
I 0,3 -8 Bar Galisma Basinci I Operation Pressure 0,3-8 Bar
I Disli veya Rekor Baglanti I Thread or Compression Type Fitting Connection
9
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| KFM SERISI | KFM SERIES
ELEKTROMANYETIK DEBIMETRELER ELECTROMAGNETIC FLOWMETERS
I Disli, Flansli, Clamp Baglantili Modeller I Thread, Flanged, Clamp Connections
I Farkli ic Kaplama Malzemeleri ve Elektrodlar | Different Liner Materials and Electrodes
I Ayrik veya Uzerinde Gostergeli I Remote or Local Display
I YUksek Hassasiyet, Hizli Tepki Suresi I High Measuring Accuracy, Quick Response Time
I Analog ve Dijital Cikis, HART Protocol I Analog and Digital Outout, HART Protocol
I CE ve Wras Belgeli I CE and Wras Approved
I Turkge ve ingilizce Menu I Turkish and English Language

VM SERIiSI ELEKTROMANYETIK
DEBIMETRELER

Disli Baglanti |

316Ti veya PVDF Baglantili Segcenekler |

Standart Pulse Cikis Opsiyonel
4-20mA veya 0-10 V

Dolum Sistemleri icin Kompakt Gévde |

CG SERISi CORIOLIS
KUTLE DEBIMETRELER

Digli, Flansli, Clamp

Baglantili Modeller

Ayrik veya Uzerinde Géstergeli
Yuksek Hassasiyet,

Hizli Tepki Suresi

Analog ve Dijital Cikis

HART Protocol

Olgiim Dogrulugu :

Gaz:% 0,5, Sivi: % 0,2

FLOWMETERS

Thread Connection

316Ti or PVDF Connection Options
Standard Pulse Output, Optional

4-20mA or 0-10V

Compact Type for Filling Systems

| VM SERIES ELECTROMAGNETIC

TDS100 SERIES

ULTRASONIK DEBIMETRELER ULTRASONIC FLOWMETERS

I Hat Disindan Sensér Baglantisi I Connection on Pipe Surface

I Pratik Montaj imkani I Quick Installation

| Tasinabilir, Duvar Tipi, Ray Montaj Tipleri | Types of Hand Held, Wall Mourt, Modular
I Hat Olgiim Araligi : DN15 ... DN6000 | Pijpe Measure Range : DN15 ... DN600O

| TDS100 SERISi |

CG SERIES CORIOLIS
MASS FLOWMETER

Thread, Flanged

Clamp Connections
Remote or Local Display |
High Measuring Accuracy,
Quick Response Time
Analog and Digital Ouput
HART Protocol
Measurement Accuracy :
Gas : % 0,5, Liquid : % 0,2

10
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N /\&)/\K)/\K/ DEBi-AKIS GRUBU URUNLERI

KF-500 SERIES T
URBINE TYPE FLOWMETERS

Thread, Flanged, Clamp Connections
304SS or PTFE Body
Measurement Accuracy : % 1

Standart Pulse Output, Optional
Display and Analog Output

TURBIN DEBIMETRELER
I Digli, Flangli, Clamp Baglantili Modeller
I 304 Paslanmaz veya PTFE Govde
I Olgiim Dogrulugu : % 1
Standart Pulse Cikis, Opsiyonel
Gdsterge ve Analog Cikis

| KF-500 SERISi

OM SERISi | OM SERIES |
DiSLi DEBIMETRELER OVALGEAR FLOWMETERS

Disli, Flansli, Clamp Baglantili Modeller | Thread, Flanged, Clamp Connections |

Aluminyum veya I Aluminum or I
Paslanmaz Gévde Secenekleri SS Body Options

Olciim Dogrulugu : % 0,5 1 Measurement Accuracy : % 0,5 1

Dustk Debi, Yuksek Basinc Modeller | Types of Low Flow Range, High Pressure |
Standart Pulse Cikis, Opsiyonel Standart Pulse Output, Optional
Gdsterge ve Analog Cikis Display and Analog Output

Ex-Proof ve Atex Belgeli Uriinler 1 Ex-Proof and ATEX Approved |l

PLASTIKTUPLU
SAMANDIRALI DEBIMETRELER

I Hat Tipi, Pano Tipi Modeller

I Yapistirma veya Digli Baglanti Segenekleri
I Farkli Basing ve Sicaklik Dayanimli Modeller
I Alt ve Ust Kontak Cikigli Modeller

PLASTIC TUBE
VARIABLE AREA FLOWMETERS

Models of Line Type, Pano Type

Glue or Thread Connection Options
Models of Different Pressure and Temp. Resistant
Types of Low and High Alarm Output

CAM TUPLU
SAMANDIRALI DEBIMETRELER

Hat Tipi, Pano Tipi Modeller |

Digli, Flangh, Clamp Baglanti Secenekleri I
Farkli Basing ve Sicaklik Dayanimli Modeller I
Alt ve Ust Kontak Cikisl Modeller I

Akiskan Sartlarina Goére Kalibreli Modeller |

GLASS TUBE
VARIABLE AREA FLOWMETERS

Models of Line Type, Pano Type |

Thread, Flanged, Clamp Connection Options |

Models of Different Pressure and Temp. Resistant 1
Types of Low and High Alarm Output |

Types of Calibrated according to Operation Conditions I
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DEBI-AKIS GRUBU URUNLERI

KF 800 SERISI

METAL TUPLU DEBIMETRELER

Disli, Flansh Baglanti Secenekleri
Farkli Basing ve

Sicaklik Dayanimli Modeller

Alt ve Ust Kontak Cikish Modeller
Analog Gikis ve Dijital

Gosterge Secenekleri

Akiskan Sartlarina Gére

Kalibreli Modeller

FLWSERISI
AKIS SALTERLERI

Hat Tipi veya Daldirma Tipi |
Pirinc veya Paslanmaz
Govde Secenekleri
Normalde Acik veya
Kapall Kontak

Farkli Baglanti Gaplari |

LUG SERISi
VORTEX DEBIMETRELER

I Flangli, Wafer Baglantii Modeller

I Ayrik veya Uzerinde Gostergeli

I Yuksek Hassasiyet, Hizli Tepki Suresi
I Analog ve Dijital Cikis, HART Protocol
I Olgiim Dogrulugu : % 1

I Calisma Sicaklidi : -40 ... + 350 °C

| Sicaklik Basing Kompanzasyonu

KF 800 SERIES
METAL TUBE FLOWMETERS

I Thread, Flanged Connection Options
Models of Different Pressure and
Temp. Resistant

I Types of Low and High Alarm Output
Analog Output and Digital

Display Options

Types of Calibrated according to
Operation Conditions

MJ-SDC SERISi
SU SAYACLARI

Disli, Flansg Baglantili Modeller I
Pulse Gikisli Modeller I
Piring D6kum Gévde |

FLW SERIES
FLOW SWITCHES

Line Type or Insertion Type
Brass or SS

Body Options

Normally Open or

Close Contact

Different Connection Sizes

DEBi GOSTERGESI VE
KONTROL PANOLARI

Pano Tip Debi Gostergeleri

Anlik ve Toplam Debi Gostergeleri |

24 Vdc veya 220 Vac I
Besleme Voltajlari

Her Turli Akiskan igin I
Cozamler
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LUG SERIES
VORTEX FLOWMETER

Flanged or Wafer Type Connections
Remote or Local Display

High Measuring Accuracy, Quick Response Time
Analog and Digital Outpout, HART Protocol
Measurement Accuracy : % 1

Operation Condition : -40 ... + 350 °C
Temperature-Pressure Compansation

MJ-SDC SERIES
WATER METERS

Thread, Flanged Connection Options |

Types of Pulse Output |
Brass Iron Body |

FLOW INDICATOR AND
CONTROL PANELS

Pano Type Flow Indicators |

Instat and Total Flow Indicators 1
24 Vdc or 220 Vac I

Power Supply

Effective Solutions for I
All Kinds of Fluids




SEVIYE
GRUBU

=<
b

| FLW-RFS SERIiSi PASLANMAZ | FLW-RFS SERIES SS

SEVIYE SALTERLERI LEVEL SWITCHES
I Farkh Baglanti Secenekleri I Different Connection Options
I Yliksek Kontak Kapasitesi I High Contact Capacity
I Normalde Acik veya Normalde Kapal | Nomally Open or Normally Close
[ 304 Paslanmaz Goévde I 304 SS Body

| Calisma Sicakligi : -40 ... + 120 °C | Operation Condition : -40 ... + 120 °C

FLW-MFS SERiSi PLASTIK | FLW-MFS SERIES PLASTIC
SEVIYE SALTERLERI LEVEL SWITCHES

Farkli Baglanti Secenekleri | Different Connection Options|
Yiiksek Kontak Kapasitesi | High Contact Capacity |
Normalde Acik veya Normalde Kapali | Normally Open or Normally Close I é
PP veya PA Govde Secgenegi | PP or PA Bodly Options I
Galisma Sicakhi@i : -40 ... + 80 °C I Operation Condition : -40 ... + 80 °C | i
Opsiyonel Yiksek Sicaklik Modelleri I High Temperature Resistant Optional I
pus
UDL SERISi ULTRASONIK UDR SERISi RADAR
SEVIYE SENSORLERI SEVIYE SENSORLERI
I Pratik Montaj imkani Pratik Montaj imkani |
I Biitinlesik Gosterge Bltiinlesik Gosterge |
I Yuksek Dogruluk Yiksek Dogruluk |
I Analog Cikis Analog Cikis |l
I Modeller : 5 mt ... 60 mt Modeller : 5mt ... 70mt |
UDL SERIES ULTRASONIC UDR SERIES RADAR B
LEVEL METERS LEVEL METERS
I Quick Installation Quick Installation |
I Local Display Local Display 1
I High Accuracy High Accuracy 1l
I Analog Output Analog Output |l
I Models:5mt... 60 mt Models : 5mt ... 70 mt |l
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SICAKLIK

GRUBU

GOSTERGE VE
KONTROL CiHAZLARI

I Gok Amaglh Cihazlar

DISPLAY AND
CONTROL DEVICES

I Universal Devices

BASINC

GRUBU

BASINC
TRANSMITTERLERI

I Farkl Baglanti Segenekleri
I Analog veya Voltaj

Sinyal Gikigi

I % 0,25 Olgiim Dogrulugu
I Paslanmaz Gévde

Farkh Uygulamalar icin
Diyaframl Modeller

o

I Stainless Steel Body

MANOMETRELER

Farkli Baglanti Segenekleri
Standart veya Gliserinli Modeller
Kontak Cikigh Modeller
Paslanmaz veya

Plastik Gévdeli Modeller

Farkli Uygulamalar igin
Diyaframh Modeller

PRESSURE
GAUGES

Different Connection Options
Analog or Voltage
Signal Output

Accuracy % 0,25

Diaphragm Models for
Different Applications

FARK BASING
TRANSMITTERLERI
Farkh Baglanti Secenekleri |
Analog veya Voltaj Sinyal Cikisi |
% 0,25 Olgiim Dogrulugu I
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REZISTANS TERMOMETRE
VE TERMOKUPLLAR

Farkl Sicakliklar igin Gézimler

RESISTANCE THERMOMETER
AND THERMOCOUPLES

Effective Solutions For Different Temperatures

Special Dimension and Applications

N\

N

PRESSURE GAUGES

Different Connection Options
Standard or Glycerine Filled
Models with Contact Output

Models of SS or
Plastic Body
Diaphragm Models for
Different Applications

DIFFERENTIAL PRESSURE
TRANSMITTERS

Different Connection Options
Analog or Voltage Signal Output
Accuracy % 0,25

7\

Ozel Boyut ve Uygulamalar |
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Merkez Ofis/Head Office
IOSB Mah. Mutsan San.Sit. M5 Blok No : 13

Ikitelli Basaksehir / ISTANBUL

Tel 490212 243 09 75
Fax : +90 212 243 09 /1
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Uretim ve Satis Ofisi/Production and Sales Office
Haskoy Pik Dokiumculer San.Sit. 7. Blok No:28

Gebze / KOCAELI

Tel :++90 262 644 43 08
Fax: +90 262 644 41 55
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